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SAFE WORKING LOAD @ 3-FALL

M380F-H12 / MK380F-H12
HOIST WINCH 12 TONNE

Boom Length
Minimum
Radius
Radius
7.5 36.0 80.7 36.0 82.2 36.0 83.0 36.0 83.6 33.0 84.2 25.0 84.6 20.0 85.9
10.0 36.0 76.7 36.0 78.7 36.0 79.8 36.0 80.8 33.0 81.5 24.8 82.2 19.9 82,5
12.5 36.0 72.6 36.0 75.1 36.0 76.6 36.0 77.9 31.5 78.9 24.7 79.8 19.5 80.2
15.0 32.2 68.4 318 71.4 31.4 73.3 30.5 74.9 28.0 76.2 24.0 77.3 18.6 77.9
17.5 26.9 64.1 26.5 67.7 26.1 70.0 25.3 71.9 24.6 73.5 229 74.8 17.7 75.6
20.0 23.0 59.6 226 63.8 22.2 66.6 215 68.9 20.9 70.7 20.7 72.3 16.4 73.3
22.5 19.9 54.8 19.6 59.8 19.2 63.1 18.6 65.8 18.2 67.9 17.5 69.7 15.1 70.9
25.0 17.5 49.8 17.2 55.6 16.8 59.5 16.2 62.6 15.8 65.1 15.2 67.1 13.2 68.5
27.5 15.5 44.3 15.3 51.2 14.9 55.8 14.3 59.3 13.9 62.1 13.2 64.5 12.0 66.1
30.0 13.9 38.1 13.6 46.5 13.2 51.8 12,7 55.9 12.3 59.1 11.7 61.8 10.8 63.6
32.5 12.5 30.9 12.2 41.4 11.8 47.7 11.3 52.3 10.9 56.0 10.3 59.0 9.9 61.1
35.0 11.3 21.5 11.1 35.6 10.7 43.2 10.1 48.6 9.7 52.8 9.2 56.1 8.7 58.5
37.5 10.1 28.8 9.6 38.3 9.1 44.6 8.7 49.4 8.2 53.1 7.7 55.8
40.0 9.2 19.9 8.8 32.7 8.2 40.3 7.8 45.8 7.3 50.0 6.9 53.0
42.5 & 8.0 26.1 7.5 35.6 7.1 41.9 6.5 46.7 6.1 50.1
45.0 6.8 30.2 6.4 37.8 59 43.3 5.4 47.1
47.5 . 6.2 23.6 5.8 33.2 5.3 39.6 4.8 44.0
50.0 5 Radius = crane radius in metre ] 27.9 4.7 35.5 4.3 40.6
52.5 m SWL = rated capacity in tonne 4.8 21.4 4.3 31.0 3.8 36.9
55.0 é Angle = boom angle in unit of degree. 3.9 25.8 34 33.0
57.5 3.5 19.3 3.0 28.5
60.0 2.7 23.2
Ve 109 | 150 9.0 | 150 73 | 150 59 | 150 45 | 150 3.4 | 150 2.4 15.0
Radius 36.2 41.0 45.4 49,9 54.3 58.7 62.9

SAFE WORKING LOAD @ 2-FALL

Boom Length
Minimum
Radius
LELITH
7.5 24.0 79.8 24,0 80.9 24.0 81.9 24,0 82.6 24.0 83.2 24.0 83.8 20.3 86.0
10.0 24.0 75.8 24.0 77.4 24.0 78.7 24.0 79.7 24.0 80.6 24.0 81.3 20.0 82.0
12.5 24.0 71.7 24.0 73.8 24.0 75.5 24.0 76.8 24.0 77.9 24.0 78.9 19.5 79.7
15.0 24.0 67.5 25.0 70.2 24.0 72.2 24.0 73.9 24.0 75.3 24.0 76.4 18.8 77.4
17.5 24.0 63.2 26.0 66.4 24.0 68.9 24.0 70.9 24.0 72.6 229 73.9 18.0 75.1
20.0 23.0 58.7 22.8 62.5 223 65.5 21.8 67.9 21.2 69.8 20.7 71.4 17.0 72.8
22.5 20.1 54.0 19.9 58.5 19.4 62.0 18.9 64.8 18.4 67.0 17.9 68.9 16.0 70.4
25.0 17.7 49.0 17.5 54.4 17.0 58.4 16.6 61.6 16.1 64.1 15.6 66.3 15.0 68.1
27.5 15.8 43.5 15.6 49.9 15.1 54.6 14.7 58.3 14.2 61.2 13.7 63.6 13.2 65.6
30.0 14.2 37.4 14.0 45.2 135 50.7 13.1 54.9 12.6 58.2 12.2 60.9 11.7 63.2
32.5 12.8 30.3 12.6 40,0 172 46.5 11.8 51.3 11.3 55.0 10.9 58.1 10.4 60.6
35.0 11.7 21.1 11.5 34.2 11.0 42.0 10.6 47.5 10.2 51.8 9.7 55.2 9.3 58.0
37.5 10.5 27.3 10.0 37.0 9.6 43.5 9.2 48.4 8.8 52.2 8.3 55.4
40.0 9.6 18.1 9.2 31.4 8.8 39.2 8.3 44.8 7.9 49.1 7.5 52.6
42.5 S 8.4 24.6 3.0 34.4 7.6 40.9 7.2 45.8 6.7 49.7
45.0 7.3 28.9 6.9 36.7 6.5 42,4 6.0 46.7
47.5 6.8 22.3 6.3 32.1 5.9 38.6 5.5 43.5
50.0 Radius = crane radius in metre 5.8 26.7 5.4 34.6 4.9 40.2
52.5 Y\\Q SWI = rated capacity in tonne 5.3 20.1 4.9 30.0 4.5 36.6
55.0 k\\ Angle = boom angle in unit of degree. 4.5 24.7 4.0 32.6
57.5 6 4.1 18.1 3.7 28.2
60.0 3.3 22.9
e 112 | 15.0 9.4 | 150 78 | 150 6.4 | 15.0 51 | 15.0 40 | 150 3.0 15.0
Radius 36.2 40.6 45.1 49.5 54.0 58.4 62.8

This datasheet is published for preliminary consideration and reference guide only. Do not use for lifting purposes.
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M380F-H12 / MK380F-H12

/
FANELLE
FAVCO HOIST WINCH 12 TONNE

SAFE WORKING LOAD @ 1-FALL

Boom Length
Minimum
Radius
Radius
7.5 12.0 79.8 12.0 80.9 12.0 81.9 12.0 82.6 12.0 83.2 12.0 83.8 12.0 86.0
10.0 12.0 75.8 12.0 77.4 12.0 78.7 12.0 79.7 12.0 80.6 12.0 81.3 12.0 82.8
12.5 12.0 71.7 12.0 73.8 12.0 75.5 12.0 76.8 12.0 77.9 12.0 78.9 12.0 80.5
15.0 12.0 67.5 12.0 70.2 12.0 72.2 12.0 73.9 12.0 75.3 12.0 76.4 12.0 78.2
17.5 12.0 63.2 12.0 66.4 12.0 68.9 12.0 70.9 12.0 72.6 12.0 73.9 12.0 75.9
20.0 12.0 58.7 12.0 62.5 12.0 65.5 12.0 67.9 12.0 69.8 12.0 71.4 12.0 73.6
22.5 12.0 54.0 12.0 58.5 12.0 62.0 12.0 64.8 12.0 67.0 12.0 68.9 12.0 71.3
25.0 12.0 49.0 12.0 54.4 12.0 58.4 12.0 61.6 12.0 64.1 12.0 66.3 12.0 68.9
27.5 12.0 43.6 12.0 50.0 12.0 54.6 12.0 58.3 12.0 61.2 12.0 63.6 12.0 66.4
30.0 12.0 37.5 12.0 45,2 12.0 50.7 12,0 54.9 12.0 58.2 11.7 60.9 11.0 64.0
32.5 12.0 30.5 12.0 40.1 11.6 46.5 11.3 51.3 10.8 55.1 10.5 58.1 10.0 61.4
35.0 T 21.5 10.9 343 10.5 42.0 10.2 47.6 9.8 51.8 9.4 55.2 9.0 58.8
37.5 10.0 27.5 9.6 37.1 9.2 43.6 8.8 48.4 8.5 52.2 8.1 56.2
40.0 l 9.2 18.6 8.8 31.6 84 39.3 8.0 44.8 i 49.1 7.3 53.4
42.5 Z5% 8.1 24.9 i 34.5 7.3 41.0 7.0 45.9 6.6 50.5
45.0 7.1 29.1 6.7 36.8 6.3 42.4 5.9 47.5
47.5 L Ol 6.5 22.6 6.1 32.2 5.8 38.7 5.4 44.4
50.0 Radius = crane radius in metre 5.6 26.9 53 34.7 4.9 41.0
52.5 \\"\\% SWI = rated capacity in tonne 5.2 20.4 4.8 30.2 4.4 37.4
55.0 k\\ Angle = boom angle in unit of degree. 44 249 4.0 33.5
57.5 ) 4.0 18.4 3.6 29.1
60.0 3.3 23.9
UEe 106 | 15.0 g9 | 150 74 | 150 61 | 150 49 | 150 39 | 150 3.0 15.0
Radius 36.3 40.7 45.2 49.6 54.1 58.5 63.2
NOTE

Lifting capacities valid up to 40 m below boom pivot. Lifting capacities at lower hook position shall be deducted by additional rope weight.

This datasheet is published for preliminary consideration and reference guide only. Do not use for lifting purposes.
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M380F-H12 / MK380F-H12

/
FANVELLE
EAVCO CRANE REACH AND HOOK POSITION
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This datasheet is published for preliminary consideration and reference guide only. Do not use for lifting purposes.
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12 TONNE
1-Fall
tonne | m/min
1.5 120

4.0 80
6.0 55
8.0 42
10.0 35
12.0 28
2-Fall
tonne | m/min
3.0 57
8.0 38
12.0 26
16.0 20
20.0 17
24.0 13
3-Fall
tonne | m/min
45 36
12.0 24
18.0 17
24.0 13
30.0 11
36.0 8
1-Fall
tonne | m/min
3.0 120
4.0 110
6.0 30
8.0 65
10.0 52
12.0 45
2-Fall
tonne | m/min
6.0 57
8.0 52
12.0 38
16.0 31
20.0 25
24.0 21
3-Fall
tonne | m/min
9.0 36
12.0 33
18.0 24
24.0 20
30.0 16
36.0 14
NOTE *

Hook Speed (m/min}

M380F-H12 Hydraulic Crane
OPERATION PERFORMANCE

HOIST DRIVE TYPE-I : FOR ENERGY OPTIMIZATION

HOIST DRIVE 150 kW (200 HP)

120

I [=]

10

Hook Load (Tonne)

30

40

Prime Mover Type-1
- 225 bkW (300 bhp) @ 2200 rpm

LUFF 2.0 min*

SLEW 1.0 rpm*

Powerpack Unit

Weight :
Width :
Length :
Height :

HOIST DRIVE TYPE-II : FOR HIGH PERFORMANCE

Hook Spe

140

120

100

20

HOIST DRIVE 185 kW (250 HP)

120

20
Hook Load (Tonne)

30

40

330 tonne
220 m
300 m
310 m

Prime Mover Type-Il
- 260 bkW (350 bhp) @ 2100 rpm

LUFF 1.5 min *

SLEW 1.0 rpm *

s

Hoist Winch with Rope
Weight :
Width :
Length :
Height :

843  tonne
215 m
175 m
215 m

This datasheet is published for preliminary consideration and reference guide only.

Capacities and speed are based on average performance and may vary depending on crane configuration.

Powerpack Unit

Weight :
Width :
Length @
Height :

Weight :
Width :
Length :
Height :

Continuous improvements makes it necessary that Favelle Favco reserve the right to make any changes without prior notice.

© COPYRIGHT OF FAVELLE FAVCO, 2019
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380 tonne
2.20 m
300 m
310 m

Luff Winch with Rope

325 tonne
215 m
110 m
130 m

TS_380F_H12_19B01 HYD



MK380F-H12 Electric Crane

/
FANVELLE
FAVCO OPERATION PERFORMANCE

12 TONNE
1-Fall HOIST DRIVE 85 kW
tonne | m/min
3 140 e
4.0 85
6.0 65 140 A 140
8.0 52
10.0 44
120
12.0 36
2-Fall
tonne | m/min E Ll
25 70 £
8.0 43 o 80
@
12.0 33 i
-
160 | 26 3
T Bl
20.0 22
24.0 18
3-Fall e
tonne | m/min y
38 47 ===
20 I
120 | 28 — [
18.0 22 |
0 T T T T T T —
24.0 17
0 5 10 15 20 25 30 35 40
30.0 15 Hook Load (Tonne)
36.0 12
Power Supply Hoist Winch with Rope

LUFF 1.5 min * ~
) Weight: 6.48 tonne

Width: 225 m
length: 335 m
Height: 1.85 m

400-480 VAC, 50/60 Hz

Consumption 150 kvA
Main Fuse 200 A

Luff Winch with Rope

Weight: 2.03 tonne
Width : 2.25 m
Length : 1.30 m
Height: 125 m

EEEREER LR

SLEW 1.0 rpm *

NOTE *

This datasheet is published for preliminary consideration and reference guide only.

Capacities and speed are based on average performance and may vary depending on crane configuration.

Continuous improvements makes it necessary that Favelle Favco reserve the right to make any changes without prior notice.

© COPYRIGHT OF FAVELLE FAVCO, 2019 WWW.FAVELLEFAVCO.COM TS_380F_H12_19B01 ELEC



/ M380F-H12 Hydraulic Crane
FANVELLE MK380F-H12 Electric Crane

e sore MAJOR COMPONENT
s slfesesoe WEIGHT & GEOMETRY

Width: 3.15 m
Llength: 325 m
Height: 420 m

Cabin + Platform Rear Deck + Platform
Quantity : 1 £~ Quantity : 1
Weight: 1.88 tonne IS P i Weight: 4.50 tonne
Width: 230 m NG Width: 500 m
Length: 400 m By oF 8 Length: 540 m
Height: 250 m T Height: 3.35 m
Counterweight 5.5 tonne Mast Assembly
Quantity : 8 Quantity : - )
? ,'_"' Weight: 550 tonne Weight: 5.30 tonne
> Width: 130 m Width: 352 m
By ) length: 4.00 m Length: 6.53 m

Height: 050 m Height: 11.18 m

Counterweight 3 tonne

. Quantity : 1
) = Weight: 3.00 tonne
oot Width: 200 m

Llength: 2.00 m
Height: 090 m

Boom Extension 4.6 m Boom Extension 9.2 m
- = Quantity:  REF Quantity: 4
‘— Ay P Weight: 0.82 tonne Weight: 1.50 tonne
N | Width: 225 m Width: 229 m
&:’—I’ > Length: 472 m length: 930 m
Height: 225 m Height: 2.25 m
. Boom Extension 9.2 m + Erection Platform Boom Top 9.1 m
| 4] A . Quantity : 1 Quantity : 1
.;--‘;5 2 E%A ‘ Welight: 1.55 tonne Wefght : 190 tonne
e "'5.1 Na? T Width: 229 m Width: 225 m
= gl length: 930 m . length: 9.60 m
¥ Height: 230 m o Height: 2.60 m
Boom Bottom 9.1 m Hookblock
Quantity : 1 Quantity : - )
Weight: 1.54 tonne 7l Weight: 1.47 tonne
Width: 242 m Ll Width: 030 m
Length: 930 m :. g~ length: 075 m
Height: 226 m Height: 170 m
Bridle
Quantity : 1

Weight: 050 tonne
Width: 093 m
Length: 155 m
Height: 1.00 m
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